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"MAXPAK" Round Cartridge Dimensional Specifications

Dimensional Tolerances

Standard dimensional tolerances are shown in the right hand column.
High precision tolerances can be maintained if required. All standard
imperial and metric diameters and their related length limits are outlined
in the tables shown below. Diameters and lengths not shown can be
produced as a specialty item if required.

Diameter - See diameter tolerances in the tables below.
Length - All units  < 4 1/2" long +/- 3/32"

- 1/8" & 3/16" dia. units > 4 1/2" long +/- 3% of length
- All other units > 4 1/2" long +/- 2% of length

Camber - .015 inches per foot. Slight camber does not normally present
a problem since the heater will flex sufficiently to enter a
straight, clean hole.
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8/1 200.-/+221. 11.3 4/11 8.13 21 8.403

61/3 200.-/+481. 76.4 4/11 8.13 21 8.403

4/1 200.-/+642. 52.6 8/7 2.22 63 4.419

61/5 200.-/+803. 28.7 8/7 2.22 63 4.419

8/3 200.-/+173. 24.9 8/7 2.22 84 2.9121

61/7 200.-/+334. 00.11 8/7 2.22 84 2.9121

2/1 200.-/+694. 06.21 8/7 2.22 06 0.4251

61/9 200.-/+855. 51.41 1 4.52 06 0.4251

8/5 200.-/+126. 77.51 1 4.52 27 8.8281

61/11 200.-/+386. 53.71 1 4.52 27 8.8281

4/3 200.-/+647. 59.81 1 4.52 27 8.8281

8/7 300.-/+178. 21.22 4/11 8.13 27 8.8281

61/51 300.-/+339. 07.32 4/11 8.13 27 8.8281

1 300.-/+699. 03.52 4/11 8.13 27 8.8281

8/11 300.-/+021.1 44.82 4/11 8.13 27 8.8281

61/31 300.-/+181.1 00.03 4/11 8.13 27 8.8281

4/11 300.-/+542.1 26.13 4/11 8.13 27 8.8281
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6 50.-/+09.5 232. 2.22 8/7 4.419 63

5.6 50.-/+04.6 252. 2.22 8/7 4.419 63

7 50.-/+09.6 572. 2.22 8/7 4.419 63

8 50.-/+09.7 113. 2.22 8/7 2.9121 84

5.8 50.-/+04.8 033. 2.22 8/7 2.9121 84

01 50.-/+09.9 093. 2.22 8/7 2.9121 84

11 50.-/+09.01 924. 2.22 8/7 4251 06

21 50.-/+09.11 964. 2.22 8/7 4251 06

5.21 50.-/+04.21 884. 2.22 8/7 4251 06

41 50.-/+09.31 745. 2.22 8/7 4251 06

51 50.-/+09.41 785. 4.52 1 8.8281 27

61 50.-/+09.51 626. 4.52 1 8.8281 27

71 50.-/+09.61 566. 4.52 1 8.8281 27

91 50.-/+09.81 447. 4.52 1 8.8281 27

02 50.-/+09.91 387. 4.52 1 8.8281 27


